Texas
Model: TXS241290

2400-2483 MHz , V-POL Base station Sector Antenna

Engineered

Transmission Systems

VRO

Electrical Data

Frequency: 2400-2483 MHz

Gain: 12 dBi

VSWR: <1.5:1

Polarization: Vertical

Horizontal Beamwidth : Q0°

Vertical Beamwidth: 13° T *.l
Nominal Impedance: 50 Ohms '.
F/B Ratio: >18 dB
Max Input Power: 100 W
Lightning Protection: DC Ground
Mechanical Data
Connector : N Female

Dimensions: 310*170*90mm

length*width*height /12.2%6.69*3.54in

Weight: 1.5kg/3.3lb

Reflector Material:

Aluminum Alloy

Radome Material:

UV Resistance PVC

Mounting Method: Mast

Mast Size: DA40-G50mm

Rated Wind Velocity: 210km/h

Operating temperature: -40~+65°C -
Shipment Data

Packing Qty: 1pc/Carton

Carton Size:

385*200* 1 10mm

length*width*height)

15.2%7.9%4 . 3in

Packing Weight:

3kg/6.611b
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EL Paso Communication Systems, INC.1630 E. Paisano Dr.El Paso, Texas. 79901 USA

Tel: (915) 533-5119 Website: www.epcom.net



